MX®° SERIES

T h e evolution o f 4 0 + years e x perience
SIMPLICITY ® RELIABILITY ® MODULARITY ® SERVICEABILITY

LARCAN 8-VSB TRANSCODER EXCITER
*Designed by Zenith Z—
Selects and Corrects 8-VSB DTV Signal

for

DTV Broadcast Repeaters | Translators, Cable,
Microwave & STLs

INPUT:
" FRERUENCY AGILE
CHANNELS 2 THROUGH 69
" REGENERATES INPUT SIGNAL TO BROADCAST STANDARDS
" EXTERNAL STANDARD 44MHz 8-VSB IF LOOP ON
REAR PANEL FOR ADDED VERSATILITY
" ABILITY TO MANUALLY PRE-CORRECT LINEAR DISTORTION
" SIMPLE FRONT PANEL DISPLAY AND MENU

OuTPUT:
" FRERUENCY AGILE
CHANNELS 2 THROUGH 69

" FIELD PROVEN STABILITY
OUTPUT POWER STABILITY
FREQUENDCY STABILITY
TEMPERATURE STABILITY

B 24 X 7 FACTORY SUPPORT

LARC\N

LARCAN USA * 1390 OVERLOOK DRIVE ®* LAFAYETTE, CO 80026
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LARCAN 8-VSB TRANSCODER EXCITER

SPECIFICATIONS

VSB DECODER

RF Input Frequency Range

RF Input Connector

RF Input Impedance

RF Input Level

White Noise Threshold of Errors
Equalization Range

VSB ENCODER

IF Output Connector

IF Output Impedance

IF Bandwidth

IF Output Frequency

Linear Pre-Correction Capability

RF UPCONVERTER
IF Input Connector
IF Input Impedance
IF Input Bandwidth
IF Input Frequency

RF Output Frequency Range

RF Frequency Accuracy

RF Carrier Phase Noise

RF Output Connector

RF Output Impedance

RF Output Level Range

RF Output Adjacent Channel Splatte
RF Output Inband SNR/MER

SYSTEM SPECS

Temperature Range

Humidity

Altitude

AC Power Supply Input Voltage
AC Power Supply Input Frequency
Total Power Consumption
Enclosure Height

Enclosure Width

Enclosure Depth

A=

*Designed by Zenith

54-806 MHz
"F" Type
75 Ohms
-78 to -8 dBm/6 MHz
15.5 dB
-8 t0 42 usecs

"F" Type
75 Ohms
6 MHz
44 MHz
31 Taps

"F" Type
75 Ohms
6 MHz
44 MHz

54-806 MHz
+ 10 kHz
-101 dBc/Hz
"F" Type

75 Ohms
12 dBm
40 dB
27 dB

0-45°C
up to 95% non-condensing
11000 feet, AMSL
120/240 VAC

50/60 Hz

40 Watts

1.75 Inches

19 Inches

9 Inches
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Main Station

(@20kHz Offset)
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SERVICEABILITY

|

8VSB REGEN ‘

(Terrestrial Broadcast Channels 2 through 69)

(@ first 500kHz rel. to "flat top")
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